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Full Stainless
Braid Covering
with Clear Coat

Braided Stainless Steel Throttle and Idle
Cable Sets

« Braided stainless steel with clear outer coating

Braided Stainless Steel Clutch Cables

« Cables have braided stainless steel with clear outer coating.

VT No. Length Fits
36-0826 40" FLHRCI 2002-2007, FLHRI 2002-2007
. FLHR 1994-1995, FLHT 1990-1995,
36-0773 43 FLHS 1990-1993
. FLT 1998-2001, FLHTCUI 1996-2001,
36-0825 46 FLTCUI 1996-1996
36-8046 49" FLHR 1996-2001

Front Wheel Drive Speedometer Cables.

VT No. Length Year Over Stock
36-8048 62.69" 1987-06
36-0519 63" 1987-06
36-0558 65.69" 1987-06 +2"
36-0559 66.50" 1987-06 +4"
36-0560 69.25" 1987-06 +6"
36-0518 75.625" 1987-06 +8"
36-0561 74.50" 1987-06 +10"
36-0556 75.25" 1987-06 +12"
36-0557 79" 1987-06  +16"
36-0867 72.81" 2007-up +6"
36-1160 62.51" 2007-up  Stock
36-8058 55.44" 1980-86
36-8059 62.69"  1987-06

Choose by application or by length and top nut size. Available
in black vinyl, stainless or clear coated stainless.

Black Vinyl Stainless OEM Length Top Nut
1987-95 FLST Models
36-2417 36-2428 67079-86A 34~ 12mm
1987-95 FLHT-FLHTC-FLHTC-U Models.
36-2418 — 67060-87A 39" 12mm
1980-86 FLT
36-2412 — 67072-79A 40" 12mm
67072-87B
— 36-0127  Coated 40" 12mm
17-0595

Electronic Speedometer Sensor Unit.
VT No. Years Model

17-0595 1995-up FLT

Vance and Hines Throttle Pak
designed for throttle by wire, the throttle
pak improves the responsiveness of
your engine by eliminating the factory
programmed electronic lag. Fits FLT
2008-up. VT No. 32-1035

Speedometer Drive Seal.
VT No. OEM Model
14-0966  67096-87 1987-95 FLT

Speedometer Drive Spacer replaces

drive units.
VT No. Year Model
44-0370 1995-up FLT

Speedometer Drive Unit
« Fits front wheel only with .750 axle hole. Use for right and
left side as noted.

VT No. OEM Side Length Length Fits

36-0804 67073-81 Right Flat .532" 1984-86 FLT
36-2450 67073-87A Left 421" 1.245"  1987-95 FLT
36-2453 67101-96 Left 442" 1.248" 1996-99 FLT
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